
CODE ORDERING GUIDE: / - COLOUR CODEDIM CODEPRODUCT CODE

Example:  GAP55R60-3K-15W-13 or GAP55R60-3K-15W/DALI-99

SYSTEM
POWER/METRE

COLOUR
TEMP. 

185 X 107°
BEAM ANGLE

LUMINAIRE LUMEN 
OUTPUT/METRE

PRODUCT CODE

GAP55R60 GAP55R60

STANDARD
1000 mm

End cap
 3 mm

Total length
 1006 mm

End cap
3 mm

CONSTRUCTION & DESIGN

• Suspended mount natural anodised aluminium extrusion

• High quality opal matte UV resistant diffuser

• Supplied as standard in 1m length. Also optional customised
lengths (cutting increments of 50 mm)

• Profile cannot be joined, maximum continuous length is 2m

• For indoor use only

ELECTRICAL SYSTEM

• Input Voltage 24V DC

• Connects to remote 24V DC power supply, to be ordered
separately

• Supplied with 2 Core input cable

• Parallel connection

TECHNICAL PERFORMANCE

• 15W, 20W, 28W, and 36W LED power consumption per 
metre

• >75,000 hours lifespan (L70)

• Chromaticity tolerance (MacAdam step)-2

• Available in 3K or 4K color temperature. Other colour 
temperatures or CRI available on request
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LED BOARD

The total system power consumption depends on extrusion length option and driver used (Refer to total power 
consumption guide)

  SPECIFICATIONS:  F KG

1.5 kg/m

82+
CRI

3K or 4K SELV
 IP20

Year warranty Made in Australia

20W
3K GAP55R60-3K-20W 2172

4K GAP55R60-4K-20W 2281

28W
3K GAP55R60-3K-28W 2989

4K GAP55R60-4K-28W 3138

36W
3K GAP55R60-3K-36W 3752

4K GAP55R60-4K-36W 3939

15W
3K GAP55R60-3K-15W 1652

4K GAP55R60-4K-15W 1734



ACCESSORIES

INCLUDED SUSKIT (add -2m / -5m for specific length)

Contains 2 end caps per standard length
Contains 2 suspension cables per standard length

(2m, 5m or other lengths available on request)

MINIMUM SINGLE LENGTH PROFILE: 400 mm / MAXIMUM SINGLE LENGTH PROFILE: 2000 mm

GAP55R60_V2.0

GAPGAP
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LED BOARD

LED (W)/m Approx. led driver efficiency
Approx. total power 
consumption (W)/m

15 88% 17

20 88% 22.7

28 90% 31.7

36 90% 40

CODE ORDERING GUIDE:   �Contact sales for ordering guide TOTAL POWER CONSUMPTION GUIDE

MOUNTING OPTIONS:

DIMMING OPTION:  ADD SUFFIX AFTER THE CODE

/DALI  Dali Dimming 
/DSI  Digital Dimming / Switch Dim 

 Non-Dimmable 

ACCESSORIES:  CODE ORDERING GUIDE FOR SPECIFIC LENGTH
Example:  White-2m or Black-5m

CAB-2  Input Cable 2 CORE (White, Black, Grey)

SUSKIT  Suspension Cable (2m, 5m or other lengths available on request)

GAP55R60

www.gammaillumination.com

LED BOARD

GAP55R60


